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Hexagonal bit for SB 3000 Square drive 9.5mm（　　）3 8／�″�

Hexagonal bit for SB 4000 Square drive 12.7mm（　　）1
2／�″�

Item No. D L
Weight
(g)

Hexagonal 
surface 
dimensions

Applicable size of stop screw and bolt with hexagonal hole
Bolt with hexagonal hole Stop screw with hexagonal hole
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(Unit : mm)

(Unit : mm)

(Unit : mm)●The new working method of the joint part 
    prevents loosening and deformation of bits 
    from the installed parts. Item No.

Weight
(g)

Hexagonal 
surface 
dimensions

Applicable size of stop screw and bolt with hexagonal hole
Bolt with hexagonal hole Stop screw with hexagonal hole

Metric screw Whitworth screw Whitworth screwMetric screw

Remarks

Remarks

HEXAGONAL WRENCH SET

(Socket type) Square drive 9.5mm（　　）�
The hexagonal bar wrench set is optimal for tightening and removing bolts 
with hexagonal holes and stop screws.

3 8／�″� Square drive12.7mm（　　）�1 2／�″�

■Set contents
Item No.

Hexagonal bit
Driver bit
Cross bar
Extension bar
Round type ratchet handle

Set weight (kg)
Steel case

Total

HEXAGONAL WRENCH BIT (Socket type)

HEXAGONAL WRENCH BIT (Socket type)

3SP・4SP 3SN・4SN ドライバービット�Driver bit

Item No.
Item 
size L

Weight
(g)

Square 
drive

 Applicable type and size
Hexagonal bolt 
with cross holeSmall screw Tapping screw Wood screw
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ROUND-SHAPED RATCHET HANDLE
(for Hexagonal wrench socket type)

CROSS BAR (for Hexagonal wrench )

(Unit : mm)

Weight (g)
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Item No. Square drive LD
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Full length

When operating, the 10 degree angle 
of the handle prevents the handle from
contacting with obstacles and allows 
safe handling.
The head is round and compact.
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(Unit : mm)

Weight (g)Item No. Square drive
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●The new working method of the joint part 
    prevents loosening and deformation of bits 
    from the installed parts.


